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APPLICATIONS
Hose restraint stockings are designed to prevent accidents, 
injury or death if there is a coupling or hose failure during 
high pressure operations.

Ideally suited to heavy industrial, mining, quarries or 
construction industries where the air pressure or transfer of 
media is under high working pressures.

CERTIFICATIONS AND RATINGS
Product certified to:

•	 ISO 9001 - Quality Management

•	 AS/NZ 4801 - Occupational Health and Safety 
Management.

KEY FEATURES OF HOSE RESTRAINT 
STOCKING
These strong steel cable stockings prevent hose whip in case 
of a burst hose or accidental separation of the coupling or 
clamp device.

Also available with stainless steel wire, copper ferrules and 
stainless steel thimbles.

HOSE RESTRAINT 
STOCKING
WHIPCHECK/WHIPSOCK

HFSCA2019 Hose Restraint Stocking (Whipcheck) for 
OD 19-28mm

HFSCA2028 Hose Restraint Stocking (Whipcheck) 
for OD 28-40mm

HFSCA6 Hose Restraint Stocking (Whipcheck) 
for OD 40-50mm

HFSCA7 Hose Restraint Stocking (Whipcheck) 
for OD 50-60mm

HFSCA8 Hose Restraint Stocking (Whipcheck) 
for OD 60-70mm

PART NUMBERS

2070 Galvanized wire construction

Alloy ferrules

Heavy duty galvanized thimbles

Heat shrink safety protection.

MATERIALS

PART NO
TO SUIT  

HOSE OD
WIRE  

DIAMETER
SETS X 
PLYS

EYE 
LENGTH

NET GRIP 
LENGTH

AGGREGATE  
BREAKING STRENGTH  

OF ALL STRANDS

ULTIMATE 
TENSILE 

STRENGTH

mm mm mm mm mm kg kN kN

HFSCA 19-28 1.5 8 x 2 200 600 5800 57 24

HFSCA5 28-40 1.5 12 x 2 200 600 5800 57 24

HFSCA6 40-50 2 12 x 2 230 800 5800 57 35

HFSCA7 50-60 2.5 12 x 2 290 800 10000 100 62

HFSCA8 60-70 2.5 12 x 2 290 900 10000 100 62
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